Technical data

Order number: 6151251

Maximum bale weight: 60 Ib

Loading aperture (WxH): 700 x 470"

Type of consumables: Umreifungsband
Voltage / Frequency: 230V /50Hz
Dimensions of machine 1020 x 812 x 1922 "
(WxDxH):

Product Information:

he

The powerful system is designed To fill the press, the upper half of
as Plug&Press and can be put the doors is swung to the right

into operation immediately at the
installation location

HSM V-Press 504

Pressing power:
Bale size (WxHXxL):
Number of strappings:

Motor:
Cycle time:
Machine weight:

/

Die Vertikal-Ballenpresse HSM V-Press 504 mit Standard-
Stromanschluss ermdglicht eine wirtschaftliche Entsorgung
von Verpackungsmull bei gleichzeitig minimalem
Platzbedarf. Aufgrund der modernen Steuerung mit
Leuchtdisplay gestaltet sich die Bedienung intuitiv und
benutzerfreundlich. Produktvariante mit mechanischem
Ballenauswerfer

40t

600 x 500 x 700 "
2

1,1 kW

27 s

290 Ib

Bell-crank lever for quick and safe
opening of the door



Modern microprocessor controller HSM TCS (Torsion Control Automatic start of the pressing
with membrane keypad and text System) for monitoring press ram  process after closing the door
display movement

Massive press ram and extremely  Manual bale strapping with Suitable for cardboard as well as
robust press plate guidance continuous polyester tape film
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